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Thank you for the purchase of your new Vita Spa

Your spa has been designed to be simple to own and operate. With a little care, it will give you
many years of economical, trouble free use. This manual will guide you through the proper
installation and maintenance of your spa. Please take sufficient time to familiarize yourself with it.

If you have any questions regarding your spa's set-up, operations, or maintenance, please contact

your Authorized Dealer.

Consumer satisfaction is important to us. We welcome your comments and suggestions. Please

share them with us via telephone, letter, or email at vita@vitaspa.com.

Sincerely,

~~

presi~

DM Industries, Ltd.



IMPORTANT SAFETY INSTRUCTIONS

WHEN INSTALLING AND USING THIS ELECTRICAL EQUIPMENT, BASIC SAFETY PRECAUTIONS

SHOULD ALWAYS BE FOLLOWED, INCLUDING THE FOLLOWING:

1. READ AND FOLLOW ALL INSTRUCTIONS. 6. DANGER- Risk of Injury

2. WARNING -To reduce the risk of injury. Do not remove suction fittings. The suction

Do not permit children to use this product fittings on this spa are sized to match the specific

unless they are closely supervised at all times. water flow created by the pump. Should the

3. DANGER -Risk of Accidental Drowning. need arise to replace the suction fIttings or the

Extreme caution must be exercised to prevent pump, be sure that the flow rates are

unauthorized access by children. To avoid compatible. Never operate the spa if the suction

accidents, ensure that children cannot use this fittings are broken or missing. Never replace a

spa unless they are supervised at all times. suction fitting with one rated less than the flow

4. WARNING -Ground Fault Circuit rate marked on the original suction fitting.

Interrupter (GFCI) Protection. 7. DANGER -Risk of electrical shock:

All spas must be GFCI protected. If your spa is A Ground terminal (pressure l--ire connector) is

being permanently connected (hard wired) to a provided on the control box inside the unit to

110V or 220V circuit, the installation must be done permit connection of a minimum No.8 AWG

in accordance with local and national electrical (8.2mm2) solid copper bonding conductor

codes and must be performed by a licensed between this point and any metal equipment. metal

electrician. A GFCI must be installed in line. water pipe, metal enclosure of electrical equipment.

If your spa will operate on 110V only, an or conduit within five feet (1.5m)of the unit

optional GFCI protected cord available from 8. DANGER -Risk of Electric Shock. Install the

your dealer can be used to connect the spa to spa at least 5 feet (1.5 m) from all metal

a 110V 15A grounded outlet. If this outlet surfaces. A spa may be installed within 5 feet of

circuit also serves other appliances, it may metal surfaces if each metal surface is

cause the breaker in the main house panel to permanently connected by a minimum No.8

trip. If this occurs, you may need to upgrade AWG (8.4) so~d copper conductor to the wire

your circuit to 20 Amps or to add a dedicated connector on the control box which is provided

circuit. In either case, please consult your for this purpose.

licensed electrician. 9. DANGER -Risk of Electric Shock. Do not

DANGER -Risk of Injury, spas with GFCI permit any electric appliance, such as a light.

protected Cord. Replace damaged cord telephone, radio, or television, within 5 feet

immediately. Do not bury the cord. Do (1.5 m) of a spa.

connect the GFCI protected cord to a 10.WARNING -To reduce the risk of injury:

grounded, grounding type receptacle only. A. The water in a spa should never exceed 40.

WARNING -GFCI must be tested before C (104. F). Water temperatures between 38. C

each use. Prior to using the spa, push the test (100. F) and 40. C (104. F) are considered safe

button. The unit should stop operating. Push for a healthy adult Lower water temperatures

the reset button and the unit should now are recommended for young children and when

operate normally. If the interrupter fails to spa use exceeds 10 minutes.

operate in this manner, there is ground current B.Since excessive water temperatures have a

flowing indicating the possibility of an electrical high potential for causing fetal damage during

shock. Disconnect the spa until the fault has the early months of pregnancy, pregnant or

been identified and corrected. possibly pregnant women should limit spa

5. DANGER -Risk of injury. The filter in this water temperatures to 38. C (100. F).

spa is sized to match the specific water flow C. Before entering a spa the user should

created by the pump. Should the need arise to measure the water temperature with an

replace the filter or the pump, be sure that the accurate thermometer since the tolerance of

flow rates are compatible. Never operate the water temperature-regulating devices varies.

spa if the filter is broken or missing. Never D. The use of alcohol, drugs, or medication

replace a filter with one rated less than the before or during spa use may lead to

flow rate on the original filter. unconsciousness with the possibility of drowning.



E. Persons suffering from obesity or with a medical

history of heart disease, low or high blood

pressure, circulatory system problems, or diabetes

should consult a physician before using a spa.

F. Persons using medication should consult

a physician before using a spa since some

medication may induce drowsiness while

other medication may affect heart rate, blood

pressure, and circulation.

11.WARNING -Prolonged immersion in water

that is warmer than normal body temperature

can result in a dangerous condition known as:

HYPERTHERMIA. The causes, symptoms,

and effects of hyperthermia may be described

as follows. Hyperthermia occurs when the

internal temperature of the body reaches a

level several degrees above the normal body

temperature of 98.6 degrees F. The

symptoms of hyperthermia include dizziness,

fainting, drowsiness, lethargy, and an increase

in the internal temperature of the body. The

effects of hyperthermia include: (1)

unawareness of impending hazard, (2) failure

to perceive heat, (3) failure to recognize the

need to exit the spa, (4) physical inability to

exit the spa, (5) fetal damage in pregnant

women, and (6) unconsciousness resulting in

a danger of drowning.

12.WARNING

.The use of alcohol, drugs, or medication can

greatly increase the risk of fatal hyperthermia

in hot tubs and spas.

.Persons taking medications which induce

drowsiness such as tranquilizers, antihistamines

or anticoagulants should not use the spa.

.Pregnant women and persons with a medical

history of heart disease, circulatory problems,

diabetes or high blood pressure should consult

their physician before using the spa.

.Children are especially sensitive to hot water.

At no time should children have unsupervised

access to the spa. The use of elevated decking

may encourage children to climb onto the

thermal cover -IT IS NOT DESIGNED AS A

SAFETY OR CHILD RESISTANT COVER! The

Spa comes with a thermal cover which is

provided with locking straps. INSTALL the locks

for your child's safety.

Reading and understanding these womings will

allow you to reduce the risk of causing inadvertent

damage to your spa, your surroundings, or

yourse/t Read these wamings corefullr

DO Make sure the spa is connected to a Ground

Fautt Circuit Interrupter (GFCI) .Refer to "Ground

Fault Circuit Interrupter Protection" on pages 2.

Test the GFCI before each use.

DO Test the water with your hand before entering

the spa to be sure it is comfortable.

DO Remember that wet surfaces can be slippery.

Take care when entering and existing the spa.

Only enter by way of the step(s) in the spa. Do

not step on edges or filter lids.

DO Keep the thermal cover on the spa when it is

not in use, empty or full.

DO Maintain proper water pH (7.4-7:6) and dean filter

cartridge wee~. Refer to Water Maintenance sectjon.

DO Take steps to prevent the intrusion of sand

and dirt into the spa.

DO Maintain water level to 1" above the highest

jets. The jets can spray water out of the spa if the

water level becomes too low.

DO Shut off circuit breaker to the spa before

draining the spa, while it is empty and while filling it

DO Place on~ on surfaces that can withstand the

floor loading requirements of your tub. If you do

not know the rating of your floor, consutt an

architect or engineer before filling.

DO Install the spa on~ on floors or areas that can

withstand repeated exposure to water (tile, brid<. etc)

DO NOT Store chemicals in the spa's equipment

compartment
DO NOT Open the electrical control box. They

are no user serviceable parts inside.

DO NOT Operate the spa Wthout a Gra bcated in line

for permanentty connected spas or at the erKJ of the

IJO.I\e" cord on 11 OV units. The Gra shuts off IJO.I\e" in

the ~ of an eledrical short Refer to "Ground Fauk
Orcu~ IntemJPter Protedion " on pages 2.

DO NOT Use an extension cord on 110V units to

connect the spa to the power source. An

extension cord will cause a vottage drop which

may cause damage to the equipment

WARNING: The use of alcohol, drugs, or
I medication can greatly increase the risk
, of fatal hyperthermia.


